


400

110

300

D I M E N S I O N S

T H  S E R I E S

W A R R A N T Y  Two year limited warranty from time of delivery.

Specifications subject to change without notice 50126 REV G 11/09©2009 Curtis Instruments, Inc. is a trademark of Curtis Instruments, Inc.
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	Analog Connector 
(all Models) 
	 Pin	 Function	
	 1	 B+	
	 2	 Belly button NO	
	 3	 Throttle	
	 4	 Lift switch	
	 5	 SW2
	 6	 None	
	 7	 Belly button NC	
	 8	 Lift Speed	
	 9	 B-	
	 10	 Forward, 24V active high	
	 11	 Reverse, 24V active high	
	 12	 Lower	
	 13	 SW4	
	 14	 None	

Multiplex Connector
(Model TH-2,3 and 6)
	 Pin	 Function
	 1	 None
	 2	 B-
	 3	 Data
	 4	 Clock
	 5	 None 
	 6	 B+ (15V)

Connectors (found inside the tiller head on the PCB): Use Molex Mini-Fit, Jr. type  
5557D connector with appropriate Molex Mini-Fit type 5556 family terminal contacts.

Proportional switches (maximum of 2, output varies with the amount of pressure on the switch)

Up to 6 triangular switches (of which 2 can be proportional)

Serial communication

CAN communication

Keyswitch

Emergency-off button

BDI

Custom colors for buttons and/or housing

Custom icons or artwork on buttons


